“iWay” is rather unusual choice for installation on motorcycle. But it is possible.

Installation of iWay500 on BMW R1100/1150RT requires following components:

1. "Kit II modified for Yamaha FJR1300 2003-2005 (rear pair of boltholes)", P# ABK02040-0000 or ABK02040-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html 
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2. "Extension Joint for "Base Plate II" and "Housing for 26xx"", P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html
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3. "Base Plate II", P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 
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4.

 


ramb202 (Screw hole pattern need to be slightly modified with round needle file in order to match the screw hole pattern on GadgetGuy Base Plate II. Screws required for attachment included with “Base Plate II”)

5. Your choice of
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RAM-B-201-A
1.75" Short Arm 
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RAM-B-201
3" Standard Arm
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RAM-B-201-C
5.25" Long Arm

6.
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RAM-B-238U (attaches to GPS)

Together it looks like: 

RAM-B-138
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NOTE!
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RAP-B-331-LO4 may be used instead of RAM-B-2384U, when/if it become available from RAM

Please feel free to contact me if you have any questions.

 

Sincerely

Genna (GadgetGuy)

