Installation of BMW Navigator 3 on BMW R1200RT requires following bracket tree configuration:

1. Kit IX for R1200RT http://shop.store.yahoo.com/gpsforless/brkitixforr1.html INCLUDEPICTURE  "http://us.st1.yimg.com/store1.yimg.com/Img/trans_1x1.gif" \* MERGEFORMATINET 


, P# ABK09000-0301at:  

2. Your choice of:

a)      Base Plate II, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html,

With Navigator cradle with extra four buttons.
 

b)      Housing for Street Pilot 26xx/27xx P# AHA00001-0000 or AHA00001-0000 at: http://shop.store.yahoo.com/gpsforless/hoforstpi26.html,

With your choice of:

a)      2610 Motorcycle Power/Audio Cable P# 010-10495-02 at: http://shop.store.yahoo.com/gpsforless/26mopoca.html
b)      Or with 26xx External speaker with 12/24 volts adapter cable P# 010-10477-01 at: http://shop.store.yahoo.com/gpsforless/exspwi12adca.html
In case of using the "Housing", you will loose the Navigator cradle with four buttons.
 

Sample of Navigator installed on Base Plate II can be found at: http://gadgetguy.net/PhotoGallery/BMW_43_K1200GT_BKIII_BPII_BMWNAV2/BMWK1200GT_BKIII_BPII_BMWNAV2.htm  

Sample of Installation of Kit IX with the "Housing" can be found at: http://gadgetguy.net/PhotoGallery/BMW_19_R1200RT_Kit_IX_Housing_for_26xx_27xx_28xx/BMW_R1200RT_Kit_IX_Housing_for_26xx_27xx_28xx.htm 

 

Installation instructions can be downloaded from http://gadgetguy.net/Catalog/09/KitIX.htm 

