Installation of Nuvi on Kawasaki Voyager is a little bit complicated by the plastic cover over the handlebar clamps. 

However, it can be accomplished with combination of following components:

1. "Kit II plain aluminum with M8 x 80mm mounting screws" P# ABK02010-0000 or ABK02010-0101 at: http://gpsforless.stores.yahoo.net/unbrackitii.html 

2. "Extension Joint Assembly for Base Plate I" P# AEJ00001-0000 or AEJ00001-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html 
3. "Base Plate I" P# ABP00001-0000 or ABP00001-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 
4. “Garmin Dashboard Mount” is available as P# 010-10199-02 at: http://shop.store.yahoo.com/gpsforless/gardasmoun.html 
  

In case of installation on Kawasaki Voyager, Kit II can be installed in the handlebar clamps under the plastic cover. In order to do that two holes must be drilled in the plastic cover immediately above the bolts (on the dashboard side of the handlebar) in handlebar clamps. Installation is very similar to: http://gadgetguy.net/PhotoGallery/HDRoadKing.html
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This kit comes with 3 x 0.5" tall spacers stacked up on each mounting bolt. If it is too high, less spacers with shorter mounting bolts can be used. 

Sample of similar installation only on R1100R with Housing for StreetPilot can be found at: http://gadgetguy.net/PhotoGallery/BMWR1100R%20with%20modifed%20Kit%20II%20with%20Extension%20Joint%20and%202610%20Housing.htm
Extension Joint should allow you fine tuning the positioning of Base Plate I versus dashboard and tank bag, so it would not block the view of instruments (or block the acceptable amount of viewing area) and not interfere with tank bag at full range of steering. It will also allow you installation on the extreme left or right end of the crossbar similar to Extension Joints installed at: http://gadgetguy.net/PhotoGallery/BMWK1200GT_BKIII_BPIIwRoady_BPIwV1.htm 

 

Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)
