At this time I offer following mix and match bracket tree combination for installation of radar detector on K1200RS/GT above the dashboard:

1. “Bracket Kit II” modified for above the dashboard installation on K1200RS/GT, P# ABK02150-0000 or ABK02150-00101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html
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2. “Base Plate I”, P# ABP00001-0000 or ABP00001-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
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3. “Base Plate III (anodized black)[image: image3.png]


”, P# ABP00003-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
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1. “Automotive Mounting Adapter for GPSMAP 176/176C”, P# 010-10259-00. It is discontinued by Garmin, but still can be found in on-line shopping.
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Radar Detector

“Base Plate I” is utilized for installation of the radar detectors or any other gadgets you can think of. Garmin P# 010-10259-00 comes with a button, which could be easily attached to “Base Plate III” (GadgetGuy P# ABP00003-0101) by utilizing a threaded insert in the center of the button. This attachment should be permanently sealed by Epoxy glue. Garmin P# 010-10259-00 comes with two adhesive dicks “temporary” and “permanent”. “Temporary” dick can be used for attaching Dashboard Mount to “Base Plate I” and “Permanent” dick can be used for attaching Garmin Button/”Base Plate III” assembly to the bottom of radar detector. Garmin Permanent Adhesive Dicks are excellent for attachments. When Garmin says permanent, it means permanent. Just make sure that the bonding surfaces are flat and clean.
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Left picture shows installation of “Bracket Kit II” above the instruments. Right picture shows installation of radar detector on “Base Plate I” with “Extension Joint”.

Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)
