Installation of radar detector on Honda VFR 800 requires following components:
1. "Kit III with 7.5" crossbar", P# ABK03010-0000 or ABK03010-0101 at: http://gpsforless.stores.yahoo.net/unbrackitiii.html 

2. “Base Plate I”, P# ABP00001-0000 or ABP00001-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 

3. Garmin “Automotive Mounting Adapter for GPSMAP 176/176C”, P# 010-10259-00. It is discontinued by Garmin, but still can be found in on-line shopping.
4. “Base Plate III”, P# ABP00003-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 

Sample of Kit III installed on Honda VFR 800 can be found at: http://gadgetguy.net/PhotoGallery/VFR800GPSV.html
"Base Plate I" in combination with Garmin "Automotive Mounting Adapter for GPSMAP 176/176C" and "Base Plate III" provide simple solution for mounting radar detectors on motorcycles.

Sample of such combination can be found at: http://gadgetguy.net/Catalog/10/BasePlateI.html.

Additional adjustability in positioning of “Base Plate I” and “Base Plate II” can be achieved by installing optional “Extension Joint" http://shop.store.yahoo.com/gpsforless/exjoasforbap.html INCLUDEPICTURE  "http://us.st1.yimg.com/store1.yimg.com/Img/trans_1x1.gif" \* MERGEFORMATINET 


between the “Base Plates” and the crossbar of the “Bracket Kit III”. “Extension Joint for "Base Plates” is available at: 
Sample of such combinations can be found at: http://gadgetguy.net/PhotoGallery/BMWK1200GT_BKIII_BPIIwRoady_BPIwV1.htm.

Sincerely

Genna (GadgetGuy)
