Installation of Roady 2 on R1200ST requires following components:

 

1. " Kit III anodized black Modified for BMW K1200S" P# ABK03040-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitiii.html
2. "Base Plate II" P# ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
3. Optional "Extension Joint Assembly" can be added for additional positioning adjustability of GPS. It is P# AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html
 

Sample of installation of Roady2 on “Kit III anodized black Modified for BMW K1200S"” can be found at: http://gadgetguy.net/PhotoGallery/BMW%20K1200S%20Kit%20III%20mod%20XM%20Roady%20SP2610%20V1/BMW%20K1200S%20KitIII%20mod%20XM%20Roady%20SP2610%20V1.htm 

Sample of installation of the Extension Joint can be found at: http://gadgetguy.net/PhotoGallery/BMWK1200GT_BPIIwSTIII_BPIIwExtJnt_for_Roady.htm
 

Cradle, which holds Roady2 to “Base Plate II comes in Roady2 package.
Following picture shows the cradle installed on "Base Plate II" with Power/Audio/Antenna cables next to it.

 
I install antenna under the fairing, somewhere in front of the dashboard. The fairing is made out of radio transparent material, so it does not affect the reception.

 

Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)

