At this time I am offering following bracket tree combinations for installation of StreetPilot 26xx/27xx series on BMW K1200S:

Combination 1

1. “Kit III anodized black Modified for BMW K1200S”, P# ABK03040-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitiii.html
2. “Base Plate II”, P# ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
3. “Motorcycle Mount for 2610”, P# 010-10495-00 at: http://shop.store.yahoo.com/gpsforless/momofor26.html
4. As an option you may use “Extension Joint Assembly” P# AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html for adding adjustability in positioning of GPS unit and allowing slightly taller tank bag.
“Bracket Kit III” provides a crossbar for installation of “Base Plate II”.

Combination 2

1. “Kit III anodized black Modified for BMW K1200S”, P# ABK03040-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitiii.html
2. “Housing for Street Pilot 2610/2620”, P# AHA00001-001 at: http://shop.store.yahoo.com/gpsforless/hoforstpi26.html. Housing must be assembled as “detachable” as shown at: http://gadgetguy.net/Catalog/Page11/Housing%20(non)%20detachable.htm.

3. Your choice of:
a. “2610 Motorcycle Power/Audio Cable”, P# 010-10495-02 at: http://shop.store.yahoo.com/gpsforless/26mopoca.html
b. “12/24-volt adapter cable with external speaker”, P# 010-10477-01 at: http://shop.store.yahoo.com/gpsforless/exspwi12adca.html
4. As an option you may use “Extension Joint Assembly”, P# AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html for adding adjustability in positioning of GPS unit and allowing slightly taller tank bag.

Sincerely

Genna (GadgetGuy)
