Installation of StreetPilot 26xx/27xx series on BMW K1200S require following components:

1. “Kit III” anodized black Modified for BMW K1200S, P# ABK03040-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitiii.html
2. Your choice of:
a) “Base Plate II”, P# ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
b) “Housing for 26xx”, P# AHA00001-0101 at: http://shop.store.yahoo.com/gpsforless/hoforstpi26.html
3. In case of “Base Plate II” you will need Garmin “Motorcycle Mount for 2610”, P# 010-10495-00 at: http://shop.store.yahoo.com/gpsforless/momofor26.html
4. In case of “Housing for 26xx” you can use one of:
a) “2610 Motorcycle Power/Audio Cable”, P# 010-10495-02 at: http://shop.store.yahoo.com/gpsforless/26mopoca.html
b) “2610 External Speaker with 12-24 V Adaptor Cable”, P# 010-10477-01 at: http://shop.store.yahoo.com/gpsforless/exspwi12adca.html
Additional adjustability in positioning of “Base Plate II” or “Housing for 26xx” can be achieved by installing optional “Extension Joint" [image: image1.png]


between the “Base Plate” or “Housing for 26xx” and the crossbar of the “Bracket Kit III”. “Extension Joint” is available as P# AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html
“Housing for 26xx” can be installed directly on the crossbar of the “Kit III”. In this case “hosing” must be assembled as detachable. If “housing” installed on the crossbar of “Kit III” installed via “Extension Joint”, “housing” can be assembled as non-detachable.

More information about “detachable” vs. “non-detachable” housing assembly can be found at: http://gadgetguy.net/Catalog/Page11/Housing%20(non)%20detachable.htm.

Sincerely

Genna (GadgetGuy)
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       Left mounting point of Kit III



  Right mounting point of Kit III
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      “Housing for 26xx” installed via “Extension Joint”

“Housing for 26xx” installed directly on crossbar
