Installation of StreetPilot 26xx, 27xx and 28xx series on BMW K75S may be possible with the following bracket tree combination:

 

1. One “Kit II”, P# ABK02010-0000 or ABK02100-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html 
2. Optional "Extension Joint Assembly" can be added for additional positioning adjustability of GPS. It's P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html 
3. ” Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 
“Base Plate II” can be off set from the bracket kit crossbar by "Extension Joint Assembly" for additional adjustability in positioning of GPS versus the dashboard.

Please note that I never did this kind of installation on K75S. So if you will need additional modifications like different length of the mounting bolts or crossbar, I will do it for you at no additional charge.

If you end up not using some parts, you can return them for full refund. These apply to the whole purchase as well in case you will not like it.

 

Installation of Kit II requires drilling two holes in plastic cover over the bolts in handlebar clamps.

Sample of similar installation can be found at: http://gadgetguy.net/PhotoGallery/HDRoadKing.html
 

Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)

