Installation of Garmin StreetPilot III on BMW R1100RS requires following components:

 

1. Kit II modified for R1100/1150RS, P# ABK02030-0000 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html
2. Base Plate II (plain aluminum), P# ABP00002-0000 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
3. SPIII, GPSMAP295 Automotive mounting Bracket P# 010-10304-00 at: http://shop.store.yahoo.com/gpsforless/spigpsmapaut.html
4. Power/data cable P# 010-10082-00 at: http://shop.store.yahoo.com/gpsforless/powerdatacable.html.

 

Additional adjustability in positioning of GPS can be achieved by installing optional Extension Joint for "Base Plate II" and "Housing for 26xx" (plain aluminum)http://shop.store.yahoo.com/gpsforless/exjoasforbap.html INCLUDEPICTURE  "http://us.st1.yimg.com/store1.yimg.com/Img/trans_1x1.gif" \* MERGEFORMATINET 


between the “Base Plate II” and the crossbar of the “Bracket Kit II”. It is available as P# AEJ00002-0000 at: 
 

 

Sample of installation can be found at: http://www.gadgetguy.net/PhotoGallery/BMWR1100_1150RS_Modified%20Kit%20II%20with%20BasePlate%20II%20and%20SPIII.htm
 

Sample of the Extension Joint installation can be found at: http://www.gadgetguy.net/PhotoGallery/HondaST1300_BKII_ExtJnt_2610Housing.htm
Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)

 

