At this time I offer couple of bracket tree configurations for installation of Garmin StreetPilot 26xx, 27xx, 28xx series on BMW R1200GS/GSA and HP2

 

Configuration 1 (BMW R1200GS/GSA)

1. “Bracket Kit VIII”, P# ABK08000-0000 or ABK08000-0101 at: http://shop.store.yahoo.com/gpsforless/brkitviiforb.html
2. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
3. “Motorcycle Mount for 2610”, P# 010-10495-00 at: http://shop.store.yahoo.com/gpsforless/momofor26.html
Configuration 2 (BMW R1200GS/GSA)

1. “Bracket Kit VIII”, P# ABK08000-0000 or ABK08000-0101 at: http://shop.store.yahoo.com/gpsforless/brkitviiforb.html
2. “Housing for Street Pilot 2610/2620”, P# AHA00001-0000 or AHA00001-0000 at: http://shop.store.yahoo.com/gpsforless/hoforstpi26.html
3. Your choice of:
a. “2610 Motorcycle Power/Audio Cable”, P# 010-10495-02 at: http://shop.store.yahoo.com/gpsforless/26mopoca.html
b. “12/24-volt adapter cable with external speaker”, P# 010-10477-01 at: http://shop.store.yahoo.com/gpsforless/exspwi12adca.html
This configurations install StreetPilot 2610 above the instruments, so when you read the screen, the road in front remains in close peripheral vision.        

Sample of Configuration 1
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Sample of Configuration 2
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Configuration 3 (BMW R1200GS/GSA and HP2_

1. “Bracket Kit II”, P# ABK02000-0000 or ABK02000-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html
2. As an option you may use “Extension Joint Assembly” P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html for adding adjustability in positioning of GPS unit and allowing slightly taller tank bag.

3. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
4. “Motorcycle Mount for 2610”, P# 010-10495-00 at: http://shop.store.yahoo.com/gpsforless/momofor26.html
 

Configuration 4 (BMW R1200GS/GSA and HP2)

1. “Bracket Kit II” P# ABK02000-0000 or ABK02000-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html
2. As an option you may use “Extension Joint Assembly” P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html for adding adjustability in positioning of GPS unit and allowing slightly taller tank bag.

3. “Housing for Street Pilot 2610/2620”, P# AHA00001-0000 or AHA00001-0000 at: http://shop.store.yahoo.com/gpsforless/hoforstpi26.html. Housing must be assembled as “detachable” as shown at: http://gadgetguy.net/Catalog/Page11/Housing%20(non)%20detachable.htm. 

4. “2610 Motorcycle Power/Audio Cable”, P# 010-10495-02 at: http://shop.store.yahoo.com/gpsforless/26mopoca.html
Configuration 3 and 4 can be modified further by using longer mounting bolts and more spacers on each mounting bolt, similar to the way it is done on the picture below. Longer mounting bolts and spacers are available separately.

These configurations utilize front or rear pair of clamping bolts in handlebar clamps as mounting points and position the GPS above the handlebar.
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Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)

