Hello!

Thank you for your interest in my products.

2610 is one of the best GPS units for motorcycle environment.

 

My bracket tree combinations are designed for installation of GPS and other gadgets on centerline of motorcycle. I am not familiar with Kawasaki Voyager XII. However if my memory serves me correctly, it has tubular handlebar clamped to the triple clamp with handlebar clamps.

If that is the case, then installation of StreetPilot 2610 on Kawasaki Voyager XII will require following components:

Configuration 1

1. “Bracket Kit II”. There are quite a few to choose from at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html. They all create a crossbar above the handlebar clamps. They differ in length of the crossbar, length of the mounting bolts and number of spacers on mounting bolts. 

2. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
3. Garmin “Motorcycle Mount for 2610”, P# 010-10495-00 at: http://shop.store.yahoo.com/gpsforless/momofor26.html
4. Optional “Extension Joint”, P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html can be installed for additional adjustability in positioning of “Base Plate II”.

Configuration 2

1. “Bracket Kit II”, P# ABK02110-0000 or ABK02110-0101 at: “Bracket Kit II”. There are quite a few to choose from at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html.They all create a crossbar above the handlebar clamps. They differ in length of the crossbar, length of the mounting bolts and number of spacers on mounting bolts.

2. “Housing for 26xx”, P# AHA00001-0000 or AHA00001-0101 at: http://shop.store.yahoo.com/gpsforless/hoforstpi26.html. Must be assembled as “detachable”. For more details please see: http://gadgetguy.net/Catalog/Page11/Housing%20(non)%20detachable.htm
3. Your choice of:

a) “2610 Motorcycle Power/Audio Cable”, P# 010-10495-02 at: http://shop.store.yahoo.com/gpsforless/26mopoca.html
b) “26xx External Speaker with 12-24 Volts Adapter Cable”, P# 010-10477-01 at: http://shop.store.yahoo.com/gpsforless/exspwi12adca.html
4. Optional “Extension Joint”, P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html can be installed for additional adjustability in positioning of “Housing for 26xx”.

More information about putting together bracket tree combinations can be found at: http://gadgetguy.net/Catalog/Page01/Page1.html.

As you can see, placing GPS on the centerline of motorcycle eliminates possibility for your passenger to read the screen and co-navigate with you. But that is what the GPS voice prompt function is for. When connected to on board audio system, it enables you to listen to GPS rather than read the screen for directions.

If you are looking for installation of your GPS on the handlebars (left or right) the RAM mounts (http://www.ram-mount.com/) or Saeng (http://www.saeng.com/cockpit.htm) will probably do the job for you.

Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)

