For installation of Garmin Street Pilot III on BMW R1100/1150GS I offer two different bracket tree combinations you can choose from:

 

Combination 1
1. "Base Plate II" P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
2. “0.015” Shim Set for Base Plates I, II and Housing” P# AMI0015SSS at: http://shop.store.yahoo.com/gpsforless/0shsetforbap.html
3. "SPIII, GPSMAP295 Automotive mounting Bracket" P# 010-10304-00 at: http://shop.store.yahoo.com/gpsforless/spigpsmapaut.html
4. “Power/data cable”, P# 010-10082-00 at: http://shop.store.yahoo.com/gpsforless/powerdatacable.html
This combination allows installation of StreetPilot III on the crossbar of the handlebar.

 

Combination 2
1. "Bracket Kit II" P# ABK02000-0000 or ABK02000-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html
2. "Base Plate II" P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
3. "SPIII, GPSMAP295 Automotive mounting Bracket" P# 010-10304-00 at: http://shop.store.yahoo.com/gpsforless/spigpsmapaut.html
4. “Power/data cable”, P# 010-10082-00 at: http://shop.store.yahoo.com/gpsforless/powerdatacable.html
5. Optional “Extension Joint for "Base Plate II" and "Housing for 26xx" (anodized black)[image: image1.png]


”, P# AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html can be used for additional adjustability in positioning of GPS above the crossbar.
Sample of Bracket Kit II/Base Plate II assembly for installation of R110/1150GS can be found at: http://gadgetguy.net/PhotoGallery/BMWR1150GS%20BKII%20BPII%20.htm
Sample of Extension Joint added used in Kit II/Base Plate II assembly could be found at: http://gadgetguy.net/PhotoGallery/HondaST1300.html
This combination allows installation of StreetPilot III above and in front of the crossbar. GPS is positioned on the left side almost touching the clutch lever assembly. This leaves the view of the instruments unobstructed.

Only bottom half of the LCD fuel and temperature display is covered. Following pictures show installation of Kit II/Base Plate II on R1150GS. In this particular case it is used for installation of cradle for Garmin Quest. I add this picture to show the location for GPS above the crossbar. Benefit of using Combination 2 over Combination 1 is positioning pf GPS in front of the crossbar. This allows use of the tank bag. Combination 1 installs GPS on the rider’s side of the crossbar. Therefore it limits the size of the tank bag, which can be used with it.

Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)
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