Installation of StreetPilot monochrome and ColorMap on Honda GL1800 requires following components:

1. "Bracket Kit VI For Honda GL1800http://shop.store.yahoo.com/gpsforless/brkitviforho.html INCLUDEPICTURE "http://us.st1.yimg.com/store1.yimg.com/Img/trans_1x1.gif" \* MERGEFORMATINET 


" P# ABK06000-0101 at: 
2. "Base Plate I", P# ABP00001-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
3. Garmin "Dashboard Mount", P# 010-10199-02 at: http://shop.store.yahoo.com/gpsforless/gardasmoun.html
4. “Power/Data Cable” P# 010-10082-00 at: http://shop.store.yahoo.com/gpsforless/powerdatacable.html
5. Optional "Extension Joint for Base Plate I", P# AEJ00001-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html will improve adjustability in positioning of "Base Plate I"

 

Installation of satellite radio like Roady2 on the crossbar of "Bracket Kit VI" requires following component:

1. "Base Plate II", P# ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 

2. Optional "Extension Joint for Base Plate II", P# AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html will improve adjustability in positioning of "Base Plate II".

 

Sample "Base Plate I" with "Extension Joint" and  "Base Plate II" can be found at: http://gadgetguy.net/PhotoGallery/BMWK1200GT_BKIII_BPIIwRoady_BPIwV1.htm
 

Installation of StreetPilot III on the crossbar of "Bracket Kit VI" requires following components:

1. “Base Plate II (anodized black)[image: image1.png]


”, P# ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
2. “SPIII, GPSMAP295 Automotive mounting Bracket” (identical to the one, supplied with Navigator 1) is available as P# 010-10304-00 at: http://shop.store.yahoo.com/gpsforless/spigpsmapaut.html
3. Kennedy Technology interface harness, which allows plug-and-play connection of GPS to on-board audio system. It is available at: http://www.cellset.com/
Sample of Kit VI installed on GL1800 can be found at: http://gadgetguy.net/PhotoGallery/PhotoGallery.html in Honda listings.

 

Installation of radar detector on GadgetGuy bracket kits crossbar require following components:
1. “Base Plate I”, P# ABP00001-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
2. Garmin “Automotive Mounting Adapter for GPSMAP 176/176C”, P# 010-10259-00 at: http://shop.store.yahoo.com/gpsforless/autmounad.html
3. “Base Plate III”, P# ABP00003-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
"Base Plate I" in combination with Garmin "Automotive Mounting Adapter for GPSMAP 176/176C" and "Base Plate III" provide simple solution for mounting radar detectors on motorcycles.

Sample of such combination can be found at: http://gadgetguy.net/Catalog/Page09/Page9_BasePlateI.html.

Additional adjustability in positioning of “Base Plate I” and “Base Plate II” can be achieved by installing optional “Extension Joint" [image: image2.png]


between the “Base Plates” and the crossbar of the “Bracket Kit III”. “Extension Joint for "Base Plates” is available at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html
Sample of such combinations can be found at: http://gadgetguy.net/PhotoGallery/BMWK1200GT_BKIII_BPIIwRoady_BPIwV1.htm.

Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)
