Installation of Garmin 2610 and radar detector on a BMW R1150RS requires following components:

Installation of StreetPilot 2610

1. “Kit II plain aluminum modified for R1100/1150RS”, P# ABK02030-0000 or ABK02030-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html 

2. "Extension Joint for "Base Plate II" and "Housing for 26xx", P# AEJ00002-0000 or AEJ00002-0101 at: http://gpsforless.stores.yahoo.net/exjoasforbap.html 
3. Your choice of a) or b): 

a. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html, with Garmin “Motorcycle Mount for 2610”, P# 010-10495-00 at: http://shop.store.yahoo.com/gpsforless/momofor26.html 
b. “Housing for Street Pilot 2610/2620”, P# AHA00001-0000 or AHA00001-0101 at: http://shop.store.yahoo.com/gpsforless/hoforstpi26.html, with Garmin “2610 Motorcycle Power/Audio Cable”, P# 010-10495-02 at: http://shop.store.yahoo.com/gpsforless/26mopoca.html, or with Garmin “26xx
Installation of radar detector
1. "Extension Joint for Base Plate I", P# AEJ00001-0000 or AEJ00001-0101 at: http://gpsforless.stores.yahoo.net/exjoasforbap.html 

2. “Base Plate I”, P# ABP00001-0000 or ABP00001-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 

3. Garmin “Automotive Mounting Adapter for GPSMAP 176/176C”, P# 010-10259-00 at: http://shop.store.yahoo.com/gpsforless/autmounad.html 

4. “Base Plate III”, P# ABP00003-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 

"Base Plate I" in combination with Garmin "Automotive Mounting Adapter for GPSMAP 176/176C" and "Base Plate III" provide simple solution for mounting radar detectors on motorcycles.

Sample of such combination can be found at: http://gadgetguy.net/PhotoGallery/BMWK1200GT_BKIII_BPIIwRoady_BPIwV1.htm 

I never had a chance to install this combination on R1150RS there for I cannot say for sure if every thing will fit to satisfy your riding preferences.

However, based on my previous experience of working on R1150RS I think that this bracket kit combination will work for you. You should enable you to install your gadgets the way that they will not block the view of the instruments.

If not - I sell my bracket kit components with 60 days unconditional money back guarantee. It gives you 2 months to install your gadgets and ride with them. So you could figure out if it is going to work for you or not.

If necessary, you can count on my help with making sure that every thing fits right.

Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)
