Thank you for your interest in my products.

Installation of Zumo 550 and Radar Detector on BMW R1150RT requires following components:

1. "Bracket Kit IV deluxe", P# 2002 at: http://gpsforless.stores.yahoo.net/kitivdeluxe.html
2. "Automotive Mounting Adapter for GPSMAP 176/176C", P# 010-10259-00 at: http://gpsforless.stores.yahoo.net/autmounad.html
3. "Base Plate III (anodized black)http://gpsforless.stores.yahoo.net/baseplatei.html INCLUDEPICTURE "http://us.st1.yimg.com/store1.yimg.com/Img/trans_1x1.gif" \* MERGEFORMATINET 


", P# ABP00003-0101 at: 
4. Additional "Extension Joint for "Base Plate II" and "Housing for 26xx" (anodized black)[image: image1.png]


", P# AEJ00002-0101 at: http://gpsforless.stores.yahoo.net/exjoasforbap.html must be used for additional adjustability of Base Plate II (for installation of Zumo above the instruments.)

 

Installation instructions for Kit IV can be found at: http://gadgetguy.net/Catalog/04/InstallationInstruction.html
Sample of Valentine 1 installed on Base Plate I via "Automotive Mounting Adapter for GPSMAP 176/176C" and "Base Plate III (anodized black) can be found at: http://gadgetguy.net/PhotoGallery/BMWR1150RT%20with%20BKIV%202610%20and%20V1.htm
More information can be found at: http://gadgetguy.net/Catalog/10/BasePlateI.html
Sample of Zumo installed on Base Plate II can be found at: http://gadgetguy.net/PhotoGallery/BMW%20K1200GT_Zumo550_above_dash/BMW_K1200GT_Zumo550_above_dash.htm
 

Garmin XM receiver can be installed in several locations:

1. Under the top fairing cover

2. On the clutch or break lever reservoir covers

3. Inside the Tank Bag or inside the top luggage case (under the lid). It will require Garmin USB Extension Cable P# 010-10617-02 at: http://gpsforless.stores.yahoo.net/gxm30usbexca.html 
Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)

301-460-1631

