At this time I offer following bracket tree configurations for installation of Garmin Zumo on BMW R1150GS:

 

1. “Bracket Kit II”, P# ABK02000-0000 or ABK02000-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html
2. “Extension Joint Assembly” P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html 

3. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
4. “Motorcycle Mount for 2610”, P# 010-10495-00 at: “Motorcycle Mount for Zumo” (comes in GPS package)
 

This configurations install Zumo above the crossbar of the handlebar, so Zumo will not interfere with tall tank bag. Shifting Zumo all the way to the left will allow clear view of the instruments for the shorter rider (under 6’) blocking only parts of LCD gages on the left side of the dashboard.

The screen of Zumo will be positioned at the same height as XM radio shown below: 
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Additional height can be added by using “Kit II plain aluminum with M8 x 80mm mounting screws”, P# ABK02010-0000 or ABK02010-0101 instead of P# ABK02000-0000 or ABK02000-0101. Sample of installed Kit II is shown below:
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Unfortunately I do not have any pictures of Zumo installed on R1150GS. That is why I illustrate my suggestions with pictures showing Street Pilot and other gadgets.

Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)
_1280733383.doc
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