Thank you for your interest in my products.

At this time I offer several bracket tree configurations for Zumo on R1200GS:

 

Configuration 1 (above the instruments)
1. “Bracket Kit VIII”, P# ABK08000-0000 or ABK08000-0101 at: http://shop.store.yahoo.com/gpsforless/brkitviiforb.html 
2. “Extension Joint Assembly” P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html
3. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html
4. “Motorcycle Mount for Zumo” (comes in GPS package)
Sample of installation of Kit VIII with Base Plate II on R1200GS (same as GSA) is shown below. With the help of the “Extension Joint” the screen of Zumo can be positioned 1.7” higher or 1.7” lower versus the screen of BMW Navigator shown on the pictures and anywhere in between.
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Configuration 2 (on the handlebar)
1. For R1200GS use “Bracket Kit II”, P# ABK02000-0000 or ABK02000-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html. For R1200GSA use “Bracket Kit II”, P# ABK02020-0000 or ABK02020-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html
2. “Extension Joint Assembly” P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html 

3. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 

4.  “Motorcycle Mount for Zumo” (comes in GPS package)
Sample of installation of Kit II with Base Plate II is shown below. It is shown on R1200GS bar backs. But recommended configuration works without bar backs as well. 
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Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)

