Installation of Zumo on Boss Hoss should be simple.

 

It will require following bracket tree combination:

1. “Bracket Kit II”, P# ABK02000-0000 or ABK02000-0101 at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html 
2. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 
3. “Extension Joint Assembly” P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html 

4. “Motorcycle Mount for Zumo” (comes in GPS package) 

Sample of Zumo installed on Base Plate II with Extension Joint can be found at: http://gadgetguy.net/PhotoGallery/BMW%20K1200GT_Zumo550_above_dash/BMW_K1200GT_Zumo550_above_dash.htm
Sample of installation of Bracket Kit II with Extension Joint and Base Plate II can be found pictures below.
 

Originally Kit II is supplied with M8 bolts. The length of the bolts is calculated to replace M8 x 30mm OEM bolts.
In your case I suspect that OEM bolts are M10. It is similar to Suzuki Boulevard shown on pictures below.
To accommodate that, I modified the bracket kit to accept M10 bolts.
 

To make sure that the kit will fit on your bike, please let me know the size of the bolts in your handlebar clamp(s) (Thread size, pitch and length under the head) and distance between the centers of the bolt heads (so I could calculate correct length for the crossbar).
 

Sincerely
Genna (GadgetGuy)
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