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Based on measurements shown at the picture above, installation of Zumo on 2003 Ducati ST4s with Cycle Cat handlebars can be accomplished with following bracket tree combinations:

Combination 1 for installation in Location A

1. “Kit II plain aluminum with M8 x 80mm mounting screws”, P# ABK02010-0000 or ABK02010-0000 at: http://gpsforless.stores.yahoo.net/unbrackitii.html. Length of the mounting bolts and number of spacers can be adjusted at later time depending on rider’s preference.

2. “Extension Joint for "Base Plate II" and "Housing for 26xx"[image: image2.png]


”, P# AEJ00002-0000 or AEJ00002-0101 at: http://gpsforless.stores.yahoo.net/exjoasforbap.html. 
3. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://gpsforless.stores.yahoo.net/baseplatei.html 
Combination 2 for installation in Location B

1. “Kit III with 7.5" crossbar”, P# ABK03010-0000 or ABK03010-0101 at: http://gpsforless.stores.yahoo.net/unbrackitiii.html. I will replace M8 x 1.25 x 65mm normally supplied with kit with M8 x 1.25 x 55mm mounting bolts. 
2. “Extension Joint for "Base Plate II" and "Housing for 26xx"[image: image3.png]


”, P# AEJ00002-0000 or AEJ00002-0101 at: http://gpsforless.stores.yahoo.net/exjoasforbap.html 
3. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://gpsforless.stores.yahoo.net/baseplatei.html
