Hello, Steve!

Thank you for your interest in my products.

Installation of Zumo on Kawasaki Voyager XII requires following bracket tree combination:

1. “Bracket Kit II”. There are quite a few to choose from at: http://shop.store.yahoo.com/gpsforless/unbrackitii.html. They all create a crossbar above the handlebar clamps. They differ in length of the crossbar, length of the mounting bolts and number of spacers on mounting bolts. 
2. “Extension Joint Assembly” P# AEJ00002-0000 or AEJ00002-0101 at: http://shop.store.yahoo.com/gpsforless/exjoasforbap.html  
3. “Base Plate II”, P# ABP00002-0000 or ABP00002-0101 at: http://shop.store.yahoo.com/gpsforless/baseplatei.html 
4. Garmin “Motorcycle Mount for Zumo”, comes with Zumo package.
Location for installation of Kit II is shown on attached picture. It requires drilling two holes in plastic cover over the bolts in handlebar clamps as shown below
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Sample of similar installation can be found at: http://gadgetguy.net/PhotoGallery/HDRoadKing.html
Sample of Zumo installed on the crossbar of one of my kits can be found at: http://gadgetguy.net/PhotoGallery/BMW%20K1200GT_Zumo550_above_dash/BMW_K1200GT_Zumo550_above_dash.htm  

Please feel free to contact me if you have any questions.

Sincerely

Genna (GadgetGuy)

